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KENTUCKY POLLUTANT DI SCHARGE ELI M NATI ON SYSTEM
PERM T TO DI SCHARGE TREATED WASTEWATER
| NTO WATERS OF THE COMVONWEALTH
KPDES No. : KY0100102 Permit Witer: Ronnie Thonpson Date: June 16, 2009
Al No. : 3310
1. SYNOPSI S OF APPLI CATI ON
a. Nanme and Address of Applicant
Per due Farms, |ncorporated
5025 H ghway 231 South
Beaver Dam Kentucky 42320
b. Facility Location
Per due Farns, |ncorporated
5025 Hi ghway 231 South
Beaver Dam ©Chi o County, Kentucky
C. Description of Applicant's Qperation
Perdue Farms is a poultry hatchery and sl aughterhouse. Live chickens are
sl aughtered to produce ready to cook neat in the form of cut, deboned and
whol e birds (SIC Code 2015). Perdue Farns operates their own on site 3.0
nmgd wat er treatnent plant.
d. Production Capacity of Facility
Perdue Farns is capable of slaughtering 932,840 pounds |ive weight of
poul try per day.
e. Description of Existing Pollution Abatenent Facilities

Process wastewater is discharged after treatnent by screening, dissolved
air flotation and an anaerobic |agoon followed by an activated sludge
aerobic systemwith ultraviolet disinfection. Sludge from the treatnent
systemis thickened, dried in a waste sludge |agoon and then |and appli ed.
A portion of treated wastewater is recycled. Sanitary wastewater and
hatchery wastewater are mixed before treatnent by a package treatnent
plant. Filter backwash water fromthe water treatnent plant is discharged
to the anaerobic |l agoon or to the treated effluent punp station.

Kentuckiy™
Kent uckyUnbri dl edSpirit.com UNBRIDLED SPIRIT —¥. An Equal Opportunity Enpl oyer MF/ D



KPDES No.: KY0100102
Al No.: 3310
Fact Sheet Page 2

1. SYNOPSI S OF APPLI CATI ON - conti nued

f.

Permitting Action

Rei ssuance of a mnor KPDES permt for an existing source poultry
hat chery and sl aught er house.

2. RECEI VI NG WATERS

a.

St ream Nane/ Locat i on

Green River at latitude 37-20-06 and |ongitude 86-48-00 via wastewater
pi pel i ne.

Stream Segnent Use Cl assifications

Green River is classified as Warmvater Aquatic Habitat, Primary/ Secondary
Cont act Recreation and Domestic Water Supply.

St ream Segnment Cat egori zati on

Geen River is designated as a High Quality Water pursuant to 401 KAR
10: 030, Section 1(3)(a)l.

Stream Low Fl ow Condi tion

N A



Serial Nunmber - CQutfall 001

wat er .

Ef f | uent
Characteristics

Fl ow (ngd)
BODs (no/ 1)
Total Suspended Solids (ng/l)
Fecal Coliform (N 100 m)
Escherichia Coli (N 100 m)

Ammoni a Nitrogen (as ng/l N)
Ol & Gease (ng/l)

Total Phosphorus (ng/l)

Di ssol ved Oxygen (ng/l)

Chloride (ng/l)

Total Residual Chlorine (mg/l)

3. REPORTED DI SCHARGE AND PROPOSED LIM TS

Process wast ewat er,

Reported Di scharge

Mont hl y
Aver age

1.398
5

11

20
NR

2.8

3.9 (min)

80
BDL

Daily
Maxi mum

3.381
37
135
820
NR

59
19
14. 8

151

BDL

sanitary wastewater

hat chery

Proposed Limts

Mont hl y
Aver age

Repor t
13

18

N A
130

5

Dai ly
Maxi mum

Report
26

37
400
240

12.3
5

Not |l ess than 2.0

Renovi ng from permit

Removing from pernit
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Al No. :
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wast ewat er and filter backwash

Applicable Water Quality
Criteria and/or Effluent
Cui del i nes
401 KAR 5: 065, Section 2(8)
401 KAR 5: 065, Section 5
401 KAR 5:065, Section 5
401 KAR 5: 065, Section 5
401 KAR 10:031, Section 7
401 KAR 5:045, Section 4
401 KAR 5:080, Section 1(2)(c)2
401 KAR 5: 065, Section 5
401 KAR 5: 065, Section 5
401 KAR 5: 065, Section 2(12)(b)

401 KAR 10:031, Section 4
401 KAR 5:045, Sections 3 and 5

401 KAR 5: 080, Section 1(2)(c)2

401 KAR 5:080, Section 1(2)(c)2
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3. REPORTED DI SCHARGE AND PROPCSED LIM TS - conti nued

Serial Nunmber - CQutfall 001 - Process wastewater, sanitary wastewater, hatchery wastewater and filter backwash
wat er .
Ef f | uent Reported Di scharge Proposed Limts Applicable Water Quality
Characteristics Mont hl y Daily Mont hl y Dai ly Criteria and/or Effluent

Aver age Maxi mum Aver age Maxi mum Gui del i nes
pH (standard units) 5.4 (mn) 7.9 (max) 6.0 (mn) 9.0 (max) 401 KAR 10: 031, Section 4

401 KAR 5:045, Section 4

The data in the Reported Discharge colums for Flow, Biochenical Oxygen Demand (5-day), Total Suspended Solids,
Fecal Coliform Amonia Ntrogen, Ol & Gease, D ssolved Oxygen, Chloride, Total Phosphorus, Total Residual
Chlorine and pH was determ ned froman analysis of the Discharge Mnitoring Reports (DVMRs) for the previous permt.

The abbrevi ati on BODs neans Bi ocheni cal Oxygen Dermand (5-day).

The abbreviation NR nmeans Not Reported on the Discharge Mnitoring Reports (DWVRs).

The abbreviation N A nmeans Not Appli cable.

The abbrevi ati on BDL neans Bel ow Detectable Limt.

The effluent limtations for BODs and Total Suspended Solids are Monthly (30 day) and Wekly (7 day) Averages.
The effluent limtations for Escherichia Coli are thirty (30) day and seven (7) day Arithmetic Means.
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METHODOLOGY USED | N DETERM NI NG LI M TATI ONS

a.

Seri al Nunber

Qutfall 001 - Process wastewater at the rate of 1.45 ngd, sanitary
wastewater at the rate of 0.02 ngd, hatchery wastewater at the rate of
0.02 ngd and filter backwash water at the rate of 0.05 ngd. Tot al
wastewater flowis 1.54 ngd.

Ef fl uent Characteristics

Fl ow, Bi ochenical Oxygen Demand (5-day), Total Suspended Solids, Fecal
Coliform Bacteria, Escherichia Coli, Ammnia N trogen, Ol & G ease,
Di ssol ved Oxygen, Chloride, Total Phosphorus, Total Residual Chlorine,
and pH.

Perti nent Factors

Perdue Farns is an existing source subject to the requirenents of Subpart
A (Sinple Slaughterhouse Subcategory) of 40 CFR Part 432 - Meat and
Poultry Products Point Source Category. Specifically, the effluent
limtations attainable by the application of “Best Available Technol ogy
Econom cal |y Achievabl e” (BAT) of 40 CFR Part 432.13 and “Best Control
Technology for Conventional Pollutants” (BCT) of 40 CFR Part 432.17

apply.

A summarization of the effluent requirements and cal culations can be
found in Attachment A — Effluent CGuidelines for Pilgrinms Pride.

A conparison of the effluent guidelines and water quality limts can be
found in Attachment B — Limit Conparison for Pilgrim s Pride.

Moni tori ng Requirements

Fl ow shal |l be nonitored instantaneously once per week.

Bi ochemical Oxygen Demand (5-day), Total Suspended Solids, Ammonia
Ni trogen and Total Phosphorus shall be nonitored once per week by 24-hour
composite sanpl e.

Fecal Coliform Escherichia Coli, Gl & Gease, Dissolved Oxygen and pH
shal | be nonitored once per week by grab sanple.

Justification of Limts

The Kentucky Adm nistrative Regul ations (KARs) cited bel ow have been duly
promul gated pursuant to the requirements of Chapter 224 of the Kentucky
Revi sed Statutes (KRSs).

Fl ow
The nonitoring requirements for this paraneter are consistent with the
requi renents of 401 KAR 5: 065, Section 2(8).
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METHODOLOGY USED | N DETERM NI NG LI M TATIONS - conti nued

e.

Justification of Limts — continued

Bi ocheni cal Oxygen Denmand (5-day), Total Suspended Solids, Fecal Coliform
Bacteria, Ammonia Nitrogen and Ol & G ease

The limts for these parameters are consistent with the requirements of
401 KAR 5:065, Section 5. The limts are representative of the “Best
Avai | abl e Technol ogy Economically Achi evabl e” (BAT) and the “Best Control
Technol ogy for Conventional Pollutants” (BCT) requirenents for process
wastewater from a sinple slaughterhouse (40 CFR Part 432.13 and 40 CFR
Part 432.17).

Escherichia Coli

The limts for Escherichia Coli are consistent with the requirenments of
401 KAR 10:031, Section 7, 401 KAR 5:045, Section 4 and 401 KAR 5:080,
Section 1(2)(c)2. Although Fecal Coliform Bacteria has been used as an
i ndi cator of fecal contamination, it does contain other species that are
not necessarily fecal in origin. EPA reconmends Escherichia Coli, which
is specific to fecal material from warm bl ooded aninals, as the best
indicator of health risks from contact wth recreational waters.
Therefore, it is the “Best Professional Judgnent” (BPJ) of the Division
of Water that Escherichia Coli be regulated on this permt.

Total Phosphorus
The limts for this paraneter are consistent with the “no less stringent”
provi si ons of 401 KAR 5: 065, Section 2(12)(b).

Di ssol ved Oxygen

The Iimts for these paranmeters are consistent with the requirenments of
401 KAR 10: 031, Section 4 and 401 KAR 5:045, Sections 3 and 5. Section 4
of 10:031 establishes water quality criteria for the protection of
Kentucky's waters. Section 5 of 5:045 require biochem cally degradable
wastewaters to receive treatnent in excess of secondary treatnent if the
Cabi net determines that the receiving water would not satisfy applicable
water quality standards as a result of a facility discharge or discharges
frommultiple facilities.

Chlori de and Total Residual Chlorine

The renoval of these paraneters fromthe pernit is consistent with 401 KAR
5:080, Section 1(2)(c)2. A review of the DVR data for the previous pernmit
i ndicated that reasonable potential did not exist for these paraneters to
be limted or nonitored in the permt. Therefore, it is the "Best
Prof essional Judgnent" (BPJ) of the Division of Wter that these
paraneters be renoved fromthe pernit.

pH

The linmits for this paraneter are consistent with the requirenents of 401
KAR 10: 031, Section 4 and 401 KAR 5:045, Section 4. Section 4 of 10:031
establishes water quality criteria for the protection of Kentucky's
wat er s. Section 4 of 5:045 establishes the acceptable levels of this
paraneter for biochem cally degradabl e wast ewaters.
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ANTI DEGRADATI ON

The conditions of 401 KAR 10: 029, Section 1 have been satisfied by this permt
action. Since this permt action involves reissuance of an existing permt,
and does not propose an expanded discharge, a review under 401 KAR 10:030
Section 1 is not applicable.

PROPOSED COMPLI ANCE SCHEDULE FCOR ATTAI NI NG EFFLUENT LI M TATI ONS

The permittee shall conply with the effluent linitations by the effective date
of the permt.

PROPOSED SPECIAL CONDITIONS VWHICH WLL HAVE A SIGNFI CANT | MPACT ON THE
DI SCHARGE

Best Managenent Practices (BWP) Pl an

Pursuant to 401 KAR 5:065, Section 2(10), a BMP requirenent shall be included:
to control or abate the discharge of pollutants fromancillary areas containing
toxi c or hazardous substances or those substances which could result in an
envi ronnental energency; where nuneric effluent linmitations are infeasible; or
to carry out the purposes and intent of KRS 224.

Di sposal of Non-Donestic WAstes

The pass through or non-treatnment by the wastewater treatnment plant of
chem cal s or conpounds which nay injure, be chronically or acutely toxic to or
produce adverse physiol ogical or behavioral responses in humans, aninmals, fish
and other aquatic life is not desirable. Materials such as acids, caustics

her bi ci des, household chemicals or cleansers, insecticides, |awn chemcals,
non- bi odegr adabl e products, paints, pesticides, pharmaceuticals, and petrol eum
based products may not be treatable by the wastewater treatnment plant and
shoul d not be introduced and other environmentally sound nethods for disposa

should be utilized. The pernittee should educate users of its system that
introduction of such chemcals or conmpounds could result in an adverse
envi ronnental inpact and provide the users with alternative di sposal measures.
This requirement is consistent with the requirenments of 401 KAR 5:065, Section
1(5) and 401 KAR 5:080, Section 1(c)(2)c.

Qutfall Signage

It is the Best Professional Judgnent of the Division of Water, 401 KAR 5:080
Section 1(2)(c)2, that all permittees post a marker at all discharge |ocations
and/ or nonitoring points. The marker shall be of sufficient size to display
the Permttee Nane, KPDES permt and outfall nunbers in 2 inch letters and
shall be prominently displayed. For internal nmonitoring points the narker
shall be of sufficient size to include the outfall nunber in 2 inch letters and
is to be posted as near as possible to the actual sanpling |ocation.

Certified Qperators

Pursuant to 401 KAR 5:010, Section 1 wastewater systems shall be operated under
the supervision of a certified operator who holds a Kentucky Certificate
equi valent to the class of system being supervised.

Pursuant to 401 KAR 5:010, Section 3 the certified operator shall be reasonably
available if not physically present while the systemis operating.
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PERM T DURATI ON

Five (5) years. This facility is in the Tradewater, G een Basin Mnagenent
Unit as per the Kentucky Watershed Managenent FraneworKk.

PERM T | NFORVATI ON

The application, draft permt fact sheet, public notice, comments received and
additional information is available by witing the Division of Water at 200
Fair Gaks Lane, Frankfort, Kentucky 40601.

REFERENCES AND Cl TED DOCUMENTS

Al material and docunments referenced or cited in this fact sheet are a part of
the permt infornmation as descri bed above and are readily available at the
Division of Water Central O fice. Information regarding these materials may be
obt ai ned fromthe person |isted bel ow

CONTACT

For further information, contact the individual identified on the Public Notice
or the Permt Witer - Ronnie Thonpson at (502) 564-8158, extension 4896 or e-
mai | Ronni e. Thonpson@y. gov.

PUBLI C NOTI CE | NFORMATI ON

Pl ease refer to the attached Public Notice for details regarding the procedures
for a final permt decision, deadline for coments, and other information
required by 401 KAR 5:075, Section 4(2)(e).
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Perdue Farns, | ncorporated
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KPDES

KENTUCKY POLLUTANT

DISCHARGE ELIMINATION
SYSTEM

PERMIT

PERM T NO. : KY0100102
Al No. : 3310

AUTHORI ZATI ON TO DI SCHARGE UNDER THE
KENTUCKY POLLUTANT DI SCHARGE ELI M NATI ON SYSTEM

Pursuant to Authority in KRS 224,
Perdue Farns, |ncorporated
5025 H ghway 231 South
Beaver Dam Kentucky 42320
is authorized to discharge froma facility |ocated at
Per due Farnms, |ncorporated
5025 H ghway 231 South
Beaver Dam O©hio County, Kentucky

to receiving waters naned

Green River at latitude 37-20-06 and |ongitude 86-48-00 via wastewater

pi pel i ne.
in accordance wth effluent limtations, nonitoring requirenents, and other
conditions set forth in PARTS I, Il, IIl and IV hereof. The permt consists of this
cover sheet, PART | 2 pages, PART Il 1 page, PART IIl 2 pages and PART |V 3 pages.

This permt shall becone effective on

This pernmit and the authorization to discharge shall expire at mnidnight,

Dat e Si gned Sandra L. Gruzesky, Director
Di vi sion of Water

DEPARTMENT FOR ENVI RONVENTAL PROTECTI ON
Di vision of Water, 200 Fair OCaks Lane, Frankfort, Kentucky 40601

Printed on Recycl ed Paper
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A EFFLUENT LI M TATI ONS AND MONI TORI NG REQUI REMENTS

During the period beginning on the effective date of this pernmt and |asting through the termof this pernmt, the
permttee is authorized to discharge from Qutfall serial nunber: 001 — Process wastewater, sanitary wastewater,
hat chery wastewater and filter backwash water.

Such di scharges shall be limted and nonitored by the pernmittee as specified bel ow

EFFLUENT CHARACTERI STI CS Dl SCHARCGE LI M TATI ONS MONI TORI NG REQUI REMENTS
(1 bs/ day) O her Uni ts(Specify)
Mont hl'y Dai | y Mont hl y Dai |l y Measur enment Sanpl e
Avg. Max. Avg. Max. Fr equency Type
Fl ow (nmgd) Report Report N A N A 1/ Week | nst ant aneous
BODs 158 317 13 ng/l 26 ny/ | 1/ Week 24-Hr Conposite
Total Suspended Solids 224 448 18 ny/| 37 ng/ | 1/ Week 24-Hr Conposite
Fecal Coliform (N 100 m) N A N A N A 400 1/ Week Grab
Escherichia Coli (N 100 m) N A N A 130 240 1/ Week Grab
Ammoni a Nitrogen (as ng/l N) 48 97 4 mg/ | 8 ng/| 1/ Week 24-Hr Conposite
Ol & Gease (ng/l) 75 149 6.2 12.3 1/ Week G ab
Total Phosphorus N A N A 5 ny/l 5 ng/l 1/ Week 24-Hr Conposite
Di ssol ved Oxygen (mg/l) N A N A Not | ess than 2.0 1/ ek G ab

The pH of the effluent shall not be less than 6.0 standard units nor greater than 9.0 standard units and shall be
noni tored 1/Wek by grab sampl e.

There shall be no discharge of floating solids or visible foamor sheen in other than trace anounts.

Sanples taken in conpliance with the nonitoring requirenents specified above shall be taken at the follow ng
| ocati on: nearest accessible point prior to discharge or to mixing with the receiving waters or waste streans from
ot her outfalls.

The abbreviation N A nmeans Not Applicable

The abbrevi ati on BODs neans Bi ocheni cal Oxygen Demand (5-day)

Effluent limtations for BODs and Total Suspended Solids are Monthly (30 day) and Weekly (7 day) Averages.
The effluent limtations for Escherichia Coli are thirty (30) day and seven (7) day Ceonetric Means.
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Schedul e of Conpliance

The permittee shall achieve conpliance with al
date of this pernmt.
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requirenents on the effective
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STANDARD CONDI TI ONS FOR KPDES PERM T

This pernmit has been issued under the provisions of KRS Chapter 224 and regul ations
pronul gat ed pursuant thereto. |Issuance of this pernmit does not relieve the pernmttee
fromthe responsibility of obtaining any other pernmits or licenses required by this
Cabi net and other state, federal, and |ocal agencies.

It is the responsibility of the permittee to denonstrate conpliance with permt
paraneter linmtations by utilization of sufficiently sensitive analytical methods.

The permttee is also advised that all KPDES pernmt conditions in KPDES Regul ation
401 KAR 5:065, Section 1 will apply to all discharges authorized by this permt.
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PART |11

OTHER REQUI REMENTS

A Reporting of Munitoring Results

Monitoring results obtained during each nonitoring period must be reported on a
preprinted Di scharge Monitoring Report (DVR) Form that will be nmamiled to you. The
conpl eted DVR for each nonitoring period nmust be sent to the Division of Water at the
address listed below (with a copy to the appropriate Regional Ofice) postmarked no
later than the 28th day of the nmonth following the nonitoring period for which
nonitoring results were obtained.

Di vi si on of Water Energy and Environnment Cabi net
Bow i ng Green Regional O fice Dept. for Environnmental Protection
1508 Westen Avenue Di vi si on of Water/Surface Water Permits Branch
Bow i ng Green, Kentucky 42104 200 Fair Caks Lane
ATTN.  Supervi sor Frankfort, Kentucky 40601
B. Reopener C ause

This pernit shall be nodified, or alternatively revoked and reissued, to conply with
any applicable effluent standard or limitation issued or approved under 401 KAR 5: 050
through 5:086, if the effluent standard or Iimtation so issued or approved:

1. Contains different conditions or is otherwise nore stringent than
any effluent limtation in the permt; or

2. Controls any pollutant not limted in the permt.

The permit as nodified or reissued under this paragraph shall also contain any other
requi renents of KRS Chapter 224 when applicable.

C Di sposal of Non-Donestic Wastes

The pass through or non-treatment by the wastewater treatnent plant of chenmicals or
conpounds which may injure, be chronically or acutely toxic to or produce adverse
physi ol ogi cal or behavioral responses in humans, animals, fish and other aquatic life
is not desirable. Materials such as acids, caustics, herbicides, household chenicals
or cleansers, insecticides, lawn chem cals, non-biodegradable products, paints,
pesti ci des, pharmaceuticals, and petrol euntbased products nmay not be treatable by the
wastewater treatnment plant and should not be introduced and other environmentally
sound nethods for disposal should be utilized. The permittee should educate users of
its system that introduction of such chemcals or conmpounds could result in an

adverse environnental inpact and provide the wusers wth alternative disposal
nmeasur es.

D. Qutfall Signage

The pernittee shall post a permanent marker at all discharge |ocations and/or
noni toring points. The marker shall be at least 2 feet by 2 feet in size and a

m ni mum of 3 feet above ground level with the Pernittee Nanme and KPDES permt and
outfall nunbers in 2 inch letters. For internal nonitoring points the marker shall
be of sufficient size to include the outfall nunber in 2 inch letters and shall be
posted as near as possible to the actual sanpling |ocation.
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E. Certified Qperators
Thi s wastewater system shall be operated under the supervision of a Oass | Kentucky
Certified Operator who shall be reasonably available at all tines. Al'l  other

operators enployed by the system shall hold a Kentucky Certificate or shall be in the
process of obtaining a Kentucky Certificate. The certificates of each operator shall
be prominently displayed on the wall of the system office.
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PART |V

BEST MANAGEMENT PRACTI CES

SECTI ON A.  GENERAL CONDI TI ONS

1.

Applicability

These conditions apply to all permttees who use, manufacture, store, handle, or
di scharge any pollutant listed as: (1) toxic under Section 307(a)(l) of the
Clean Water Act; (2) oil, as defined in Section 311(a)(1) of the Act; (3) any
pollutant |isted as hazardous under Section 311 of the Act; or (4) is defined as
a pollutant pursuant to KRS 224.01-010(35) and who have ancillary manufacturing
operations which could result in (1) the release of a hazardous substance,
pol lutant, or contam nant, or (2) an environmental energency, as defined in KRS
224.01-400, as anended, or any regulation pronulgated pursuant thereto
(hereinafter, the "BMP pollutants"). These operations include material storage
areas; plant site runoff; in-plant transfer, process and material handling
areas; |oadi ng and unl oadi ng operations, and sludge and waste di sposal areas.

BMP Pl an

The permittee shall devel op and inplenent a Best Managenent Practices (BMP) plan
consistent with 401 KAR 5:065, Section 2(10) pursuant to KRS 224.70-110, which
prevents or nininzes the potential for the release of "BMP pollutants" from
ancillary activities through plant site runoff; spillage or |eaks, sludge or
waste disposal; or drainage from raw material storage. A Best Managenent
Practices (BWP) plan will be prepared by the permttee unless the pernittee can
denonstrate through the subm ssion of a BWP outline that the elenments and intent
of the BMP have been fulfilled through the use of existing plans such as the
Spill Prevention Control and Counterneasure (SPCC) plans, contingency plans, and
ot her appli cabl e docunents.

| npl ement ati on

If this is the first time for the BMP requirenent, then the plan shall be
devel oped and subnmitted to the Division of Water within 90 days of the effective

date of the pernmit. |Inplenentation shall be within 180 days of that subnission.
For permt renewals, the plan in effect at the tine of permt reissuance shall
remain in effect. Modi fications to the plan as a result of ineffectiveness or

pl an changes to the facility shall be submitted to the Division of Wter and
i npl ement ed as soon as possi bl e.

Ceneral Requirenents

The BMP plan shall:

a. Be docunented in narrative form and shall include any necessary plot
pl ans, draw ngs, or naps.

b. Establish specific objectives for the control of toxic and hazardous
pol | ut ants.

(1) Each facility conponent or system shall be examned for its
potential for causing a release of "BWMP pollutants" due to
equi pnrent failure, inmproper operation, natural phenonmena such
as rain or snowfall, etc.



PART 1V

Page 1V-2
Permt No.: KY0100102
Al No.: 3310

(2) Where experience indicates a reasonable potential for
equi prent failure (e.g., a tank overflow or |eakage), natura
condition (e.g., precipitation), or other circunstances which
could result in a release of "BMP pollutants,” the plan
should include a prediction of the direction, rate of flow,
and total quantity of the pollutants which could be rel eased
from the facility as result of each condition or
ci rcumst ance.

C. Establish specific Best Mnagenent Practices to mneet the objectives
identified under paragraph b of this section, addressing each conponent
or system capabl e of causing a release of "BWP pollutants."”

d. I ncl ude any special conditions established in part b of this section

e. Be revi ewed by plant engineering staff and the plant nanager

Speci fic Requirenments

The plan shall be consistent with the general guidance contained in the
publication entitled "NPDES Best Managenent Practices Quidance Docunent," and
shall include the foll ow ng baseline BMPs as a mi ni num

a. BWP Committee

b. Reporting of BMP Incidents

C. Ri sk ldentification and Assessnent

d. Enpl oyee Trai ni ng

e. | nspections and Records

f. Preventi ve Mi ntenance

g. Good Housekeepi ng

h. Materials Conpatibility

i Security

j- Material s | nventory
SPCC Pl ans
The BMP plan may reflect requirenents for Spill Prevention Control and

Count ernmeasure (SPCC) plans under Section 311 of the Act and 40 CFR Part 151,
and may incorporate any part of such plans into the BMP plan by reference.

Hazar dous Wast e Managenent

The pernmittee shall assure the proper nanagenent of solid and hazardous waste in
accordance with the regulations pronul gated under the Solid Waste D sposal Act
as anended by the Resource Conservation and Recovery Act of 1978 (RCRA) (40
U S.C 6901 et seq.) Managenent practices required under RCRA regul ati ons shal
be referenced in the BWP pl an.

Docunent ati on

The pernittee shall maintain a description of the BMW plan at the facility and
shall make the plan avail able upon request to NREPC personnel. Initial copies
and nodi fications thereof shall be sent to the follow ng addresses when required
by Section 3:

Di vi sion of Water Ener gy and Environnent Cabi net
Bow i ng Green Regional Ofice Dept. for Environmental Protection
1508 Westen Avenue Di vi sion of Water/Surface Water Permits Branch

Bow i ng Green, Kentucky 42104 200 Fair Oaks Lane
ATTN:  Supervi sor Frankfort, Kentucky 40601
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Permit No.: KY0100102
Al No.: 3310
BMP Pl an Modification
The permittee shall anend the BWMP plan whenever there is a change in the

facility or change in the operation of the facility which materially increases
the potential for the ancillary activities to result in the release of "BWMW
pollutants.”

Modi fication for |neffectiveness

If the BWMP plan proves to be ineffective in achieving the general objective of
preventing the release of "BMP pollutants,” then the specific objectives and
requi renents under paragraphs b and c of Section 4, the pernit, and/or the BW
plan shall be subject to nodification to incorporate revised BMP requirenents.
If at any tinme following the issuance of this permit the BMP plan is found to be
i nadequate pursuant to a state or federal site inspection or plan review, the
plan shall be nodified to incorporate such changes necessary to resolve the
concerns.

SECTI ON B. SPECI FI C CONDI TI ONS

Periodically Discharged Wistewaters Not Specifically Covered By Effluent
Condi tions

The permittee shall include in this BMP plan procedures and controls necessary
for the handling of periodically discharged wastewaters such as intake screen
backwash, neter calibration, fire protection, hydrostatic testing water, water
associated with denplition projects, etc.




PERM T No.: KY00093874
Al No. : 3310

Fact Sheet Attachnment A
Page A-1

EFFLUENT GUI DELI NES

40 CFR PART 432 — MEAT AND POULTRY PRODUCTS PO NT SOQURCE CATEGORY
Subpart A — Sinple Slaughterhouse Subcat egory

Subsection 432.13 — Best Avail able Technol ogy Econom cally Achi evabl e (BAT) for process wastewater

Maxi num for Any 1 Day | Maxi mum for Monthly Averages

Ef f|l uent Characteristic —— -
mlligrams per liter

Amonia (as N) 4.0 8.0

Total Nitrogen 194 134

Subsection 432.17 — Best Control

Technol ogy for Conventi onal

Pol | utants (BCT) for

process wast ewat er

Maxi mum for Any 1 Day

| Maxi mum for Monthly Aver ages

Ef f| uent Characteristic I bs per Thousand 1bs VK

BOD 5 0. 34 0.17
Fecal Coliform (1) (2)

Al & Gease 0.16 0. 08
Total Suspended Solids 0. 48 0.24

(1) Maxi mum of 400 MPN or CFU per 100 ml at any tine

(2) No maxi mum nonthly average limtation

Limt Calculations — Process Wast ewat er

Mul tiplying by the production rate of 932,840 pounds per
the daily maxi mum and nonthly average limtations in pounds per
production rate.

day live weight killed (LWK) and dividing by 1,000 yields
day for those paraneters expressed in ternms of

Dai | y Maxi mum | Mont hly Aver age

Ef f | uent Characteristic

| bs per day
BOD 5 317 158
Ol & Gease 149 75
Total Suspended Sol i ds 448 224




PERM T No.: KY00093874
Al No. : 3310

Fact Sheet Attachnment B
Page B-1

LI M T COVPARI SON

The final step in the Iimts deternmination is to conpare the limtations generated by the effluent guidelines and
t hose generated by the water quality standards for common paraneters, choosing the nore stringent.

Ef fl uent Guidelines Generated Limts

Ef | uent Characteristic Dai |y Maxi mum | Monthly Average Daily Maximum | Monthly Average
ng/ | | bs per day
Ammonia (as N) 8.0 4.0 97* 48*
Total Nitrogen 194 134 2346* 1620*
BOD 5 26* 13* 317 158
Total Suspended Sol i ds 37* 18* 448 224

*Cal cul ations based on 1.45 ngd of process wastewater flow and a conversion factor of 8.34.

Water Quality Generated Limts

Ef fl uent Characteristic

Dai |l y Maxi mum

Mont hl y Aver age

Dai |y Maxi munt |

Mont hl y Aver age*

ng/ | | bs per day
Amonia (as N) 40 20 497 248
BOD 5 45 30 559 373
Total Suspended Sol i ds 45 30 559 373

*Cal cul ati ons based on 1.49 ngd of biochemcally degradable (process,

conversion factor of 8.34.

sanitary and hatchery) wastewater

flow and a

Final Limts for Common Paraneters*
Eff| uent Characteristic Daily Maximum [ Monthly Average Dai | y Maxi mum | Monthly Average
ng/ | | bs per day
Ammonia (as N) 8.0 4.0 97 48
BOD 5 26 13 317 158
Tot al Suspended Soli ds 37 18 448 224
*Process wastewater is 94% of the total discharge; assune process wastewater limts apply to the total discharge.

The limts for Amonia N trogen are nore stringent
derived from pernit application data.
the effects of relatively clean filter

Thus,

it

i's not

than the limts for
necessary to include Total
backwash water are negligible.

Tot al

Nitrogen based upon a 1:2.3 ratio
Nitrogen in the pernmt.

Assune






